Product Sheet

Foreword

Thank you for purchasing Bowkaddy™.

Please reluhstiuctions thoroughly prior to assembly andanetfor future reference.

further information including the most current versof this document, visdlarisconcepts.com

For

Contents

# | Qty Size Description

1 1 - Base

2 1 Main Support Arm

3 1 Left Swing Arm

4 1 Right Swing Arm

5 2 - Rubber Clamp Inserts

6 4 5/16" x 1 ¥4" | Lag bolts (for fastening base tood or metal)
7 4 5/16" x 1 ¥" | Bolts (optional fasteners — sexa)

8 1 V' x 2" Quick release pin

9 1 Y4"x21/2” | Bolt (Connects Base to Main Supphar)
10 3 Rz Flat washer

11 4 5/16" Flat washers

12 1 Rz Lock washer

13 1 v Nut

14 4 5/16” Nuts

15 2 Yo' Wing nuts

16 2 Ya' x 1%%" Rubber washers

17 2 V' x 1 Ya" Carriage bolts

18 4 5/16" Lock washers

19 1 - Product sheet

Optional fasteners for mounting the Base(1)
and for use with Kaddy Bracket Pickup/ATV
(sold separately). Do not discard these as
you may need them at a later date.

Assembly

PN PE

Obtain required tools: two 7/16” or adjustable malees.

Fasten Main Support Arm(2) to Base(1) as shown @b@o not overtighten the nut(13) and bolt(9).

Insert quick release pin(8) into middle positiorshewn above to provide stability.

Fasten Swing Arms(3&4) to Main Support Arm(2) aswh above. Wing nuts(15) need only be hand tight.

Installation

Bowkaddy can be mounted in various configurations. Thetntosnmon installations are explained below. Talfut which
method is best for you or if you are consideringeotinstallation options, conswtarisconcepts.com

TRUCK BOX — WOODEN BOX LINER

1.

2.

©No oA

9.

bow.

Obtain required equipment: drill, 7/32” wood kpencil, level, 2" or adjustable wrench,

Adjust Bowkaddy™ to fit your bow in the desired mding position and insert your bow

into the rubber clamp inserts(5).

satisfactory.

Hold Bowkaddy™ and the bow in the approximate lmratyou want to mount it
(recommend above or on wheel well). This is jostdnfirm that spatial requirements arg

Remove the Base(1) from the Main Support Arm(2).

Place Base(1) on the mounting surface, using tred te ensure it is oriented properly.
Mark four holes with pencil.
Drill 7/32” holes through markings. Be careful notcontact metal behind the box liner.
Fasten Base(1) to wood surface using 5/16” lagst®ltand flat washers(11) with wrenc

Do not overtighten.

Re-attach Main Support Arm(2) to Base(1) as peeAgsy instructions.

TRUCK BOX — PLASTIC BOX LINER

1. Follow steps 1-6 for a wooden box liner except wveithil/32” bit and
an additional 2" or adjustable wrench. Choose anting location
on the plastic liner that is relatively flat, rigahd will accommodate
all four mounting bolts. If the plastic liner doest provide adequate
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2.

3.

support, Kaddy Bracket™ Pickup (sold separatelguhbe used for secure mounting.

Fasten Base(1) to plastic liner using the 5/16"%21 bolts(7), flat washers(11), lock washers(183 aruts(14) with
wrenches.

Re-attach Main Support Arm(2) to Base(1) as peeAgsy instructions.

TRUCK BOX — NO LINER ( Note — this procedure requires holes to be driligidectly into the box of the vehiclg.

1.

2.

3.

ATV

Bowkaddy™ must be mounted on a structurally rigid
part of the ATV (metal or composite front or reacks,
side or rear of accessory toolbox, etc.) Generally
ATV’s with composite racks can accommodate dirgct
fastening with the hardware that is provided with
Bowkaddy™. ATV'’s with tubular metal racks geneyal
require the use of Kaddy Bracket™ ATV (sold
separately) for secure mounting.

Follow steps 1-6 for a wooden liner except with atah bit. Choose a
mounting location that is relatively flat and wilccommodate all four
mounting bolts. If such a place cannot be foungiar do not wish to drill
holes in the sidewall or wheel well of the truckxbdKaddy Bracket™
Pickup (sold separately) should be used for semanenting.

Fasten Base(1) to truck box using the 5/16” lagd§6), flat washers(11) and lock washers(18)
with wrench. Do not overtighten.

Re-attach Main Support Arm(2) to Base(1) as peeAgsy instructions.

Use, Care and Maintenance

Only use to store and transport archery bows. ilNehded for general load securement.

Adjust position of Swing Arms to match limb anglekine up clamps with region of limbs that are ~lildick. For most
basic compound bows, the metal pin in the Swing il line up with the slot or one of the holesthe Main Support
Arm. For bows with long risers (parallel limb asoime recurves), it may be necessary to fully exteadwing arms so that
the pins fall outside the main support arm. Irstbase, the rubber washer compressed between i veitl provide
sufficient friction to keep the arms stationary l@hnserting and removing the bow.

For a small percentage of bows, the pins may ndtimap ideally with the existing holes in the M&npport Arm. It is
then allowable to drill a maximum of two additiorfales per side. Using a 1/4” bit, drill the hotesa maximum depth of
3/16” or 5mm. Allow at least 1/8" or 4mm of matdrbetween the hole, the edge of the componentlamather holes.
Drilling the hole too close to the edge or to titleeo holes will weaken the component beyond angiabée limit.

Tighten wing nut to secure in place. Check nutather fasteners regularly to ensure that they metight.

Insert/remove bow _one limb at a timeby applying equal and opposite forces to the limland swing arm. Do not use
excessive force.

Bow should not contact any plastic or metal compbioéthe rack. Ensure a snug fit in the rubbéogr

Bow should not contact any part of the vehicle lgjeot in the vehicle. Minimize unsecured objeatthie vicinity.

If installing upside down (ie. cab roof), inserhgi(not included) in clamp holes to prevent bowfralling out.

A lock mechanism (not provided) can be insertedugh the hole at the end of the swing arm grigismust be noted that
this serves only as a visual theft deterrent areb ¢hmt provide guaranteed protection.

Fold swing arms inward and secure with wing nutsctimpactness when not in use.

Do not subject Bowkaddy™ to unnecessary impacterload.

Remove Bowkaddy™ from your vehicle when not beiegdifor extended periods of time.

Not for use or play by young children. RotatingigvArms can create a pinch hazard.

Warranty & Disclaimer

Bowkaddy™ and accessories are designed for maximaunting versatility. However, if the original minaser is unable to
acceptably mount Bowkaddy™ or is otherwise disSatiswith the product, Alaris Concepts will acceptreturn shipment of the
product with proof of purchase in exchange forfand equal to the purchase price. When assembistalled and used as per the
instructions contained in this Product Sheet, Al&bncepts warrants to the original purchaser aiginal product defects for a
period of 5 years. Damage to Bowkaddy™, archenjipggent and/or vehicle resulting from poor instiédla and/or misuse of the
product is not covered by Alaris Concepts. Al@amncepts reminds all users to know and follow pfilecable regulations governing
the transportation and deployment of archery weapoRor further warranty information and processiggneral information or
feedback, contact Alaris Concepts in Wainwrightbékta, Canada. Phone: (780) 842-7150. Enmafb@alarisconcepts.com
Website:www.alarisconcepts.com
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